
STATE WATER RESOURCES CONTROL BOARD 
MONITORING AND REPORTING PROGRAM NO. 71-13 

FOR 
E. I. DU PONT DE NEMOURS, ANTIOCH PLANT 

EFFLUENT MONITORING 

Effluent samples shall be collected downstream from the last 
connection through which wastes can be admitted into the outfall. 
Composite samples may be taken by proportional sampling device 
approved by the executive officer or by grab samples cornposited 
in proportion to the flow. In cornpositing grab samples, the 
sampling interval shall not exceed one hour. 
constitute the effluent monitoring program: 

The following shall 

Constituents Units 

Fluoride mg/l 
Lead mg/l 
PH pH Units 
Maximum flow mgd 
Mean flow 
Settleable matter 

mgd 
ml/l 

Suspended matter mg/l 
Temperature OF 
Chromium mg/l 
Coliform organisms MPN/lOO ml 
Fluoride mg/l 
Grease mg/l 
Lead mg/l 
MBAS mg/l 
Phenol mg/l 
Toxicity % Survival 

Type of 
Sample 

Sampling 
Frequency 

24-hour composite 
Grab 
Grab 

-- 

Grab 
Grab 
Grab 

24-hour composite 
Grab 

24-hour composite 
24-hour composite 
24-hour composite 
24-hour composite 
24-hour composite 
24-hour composite 

RECEIVING WATER MONITORING 

Weekly 
Daily 
Daily 
Daily 
Daily 
Weekly 
Weekly 
Daily 
Weekly 
Weekly 
Weekly 
Weekly 
Weekly 
Weekly 
Weekly 
Weekly 

All receiving water samples shall be grab samples. Receiving 
water samples shall be taken from the following stations: 

Station Description 

R-l 

Constituent 

Temperature 

1,000 yards upstream from discharge 

Units Station Frequency 

OF R-l Weekly 



PROVISIONS FOR SAMPLING AND ANALYSIS 

Unless otherwise noted, all sampling, sample preservation, and 
analyses shall be conducted in accordance with the current edition 
of "Standard Methods for the Examination of Water and Wastewaterrr 
or approved by the executive officer of the regional board. 

Bioassays shall be conducted in accordance with the provisions of 
"Standard Methods." Percent survival in undiluted effluent shall 
be determined using Gasterosteus (sticklebacks) as the test 
organism. 

All analyses shall be performed in a laboratory certified to 
perform such analyses by the California State Department of 
Public Health or a laboratory approved by the executive officer 
of the regional board. 

All samples shall be representative of the waste discharge under 
the conditions-of peak load. 

PROVISIONS FOR REPORTING 

Monthly monitoring reports shall be submitted to the regional 
board by the 15th day of the following month. 

In reporting the monitoring data, the discharger shall arrange 
the data in tabular form so that the date, the constituents, and 
the concentrations are readily discernible. The data shall be 
summarized in such a manner to illustrate clearly the compliance 
with waste discharge requirements. 

For every item where the requirements are not met, the discharger 
shall submit a statement of the actions undertaken or proposed 
which will bring the discharge into full compliance with require- 
ments at the earliest time and submit a timetable for correction. 

By January 30 of each year, the discharger shall submit an annual 
report to the regional board. The report shall contain both 
tabular and graphical summaries of the monitoring data obtained 
during the previous year. In addition, the discharger shall 
discuss the compliance record and the corrective actions taken 
or planned which may be needed to bring the discharge into full 
compliance with the waste discharge requirements. 
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